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Minimum Requirement # 1: Stormwater Site Plan

Executive Summary

Project consists of site improvements for the installatidowfdetachd Light Industrial
buildings with associated parking, drainage and utilities. Property is to be accessed from
the easterly side of Cyrus Way. All utilities, excluding sewer, are available from existing
services on Cyrus Way. Sewer currently exedongthe northern property line of the

site.

Total onsite clearing estimated at 77,500&f0ss two orsite drainage basins
New/replaced hardscapedastimated at 70,805 sf. which includes frontage improvements
along Cyrus WayDue to site consistg of steeper slopes and areas of nwative fill, all

new developed hardscape to be tilgmd into new orsite stormwater system. Storm
system to drain to onaf two new underground detention facilities located in the
southwesterand central area olfie site. Water quality treatment to be provided for
northerly drainage basin which outlets into existing piped stream located along the
northern property line of the sit®isturbed pervious areas will be amended per BMP
T5.13.The poject is to e desgnedto the 202 (With 2014 Update3)VADOE
StormwateDesignManual, and 204 City of Mukilteo Development Standard.

Existing Conditions Summary

The popertyistwo tax parced, mostly consisting of forest arebhe property is accesd

via the eastsideof CyrusWay, which liesto thesouthwesbf the site On-site slopes are
moderateo steegranging from 2% t@l0%. Property slopes in all directions due to area
high point located in the souttentral area of the site. A Categoryviitland exists in

the back aga of the property and a Type Ns stream (partially piped) travels through the
rear area of the site and along the north property line of the site draining into the existing
storm system in Cyrus Way. Per Geotech report peavkssociated EartBciences,

soils onsite consist ofjravelly silty sand with areas of narative fill.

WESTERN ENGINEERS, INC. 2 PROJECT: 191836A



BRAVA L.I.

VICINITY MAP

SITE =

MAP TAKEN FROMGOOGLE MAPS

—&¢. ENGINEERS &
#® SURVEYORS

SURVEYORS - ENGINEERS - LAND USE CONSULTANTS

9740Evergreen Way, Everett WA 98204

(425) 35627004 (425) 35@708 (FAX)
Westernergineers.com

BRAVA
MUKILTEO, WA 98275

DATE: 102920 CHECKED: JAJ

JOB NUMBER: FILE NAME:
19-1836-A 19183 /VICINITYMAP

WESTERN ENGINEERS, INC.

PROJECT: 191836A




BRAVA L.I.

Upstream Analysis

The topography athe surrounding arda moderatéy sloped Due to the site containirgy
neighborhood higlpoint inthe soutkcentral area of the site, upstream flows mainly
consist of a Type Ns stream which travels northwesterly through the rear of the site and
then turns southwesterly and follows the northern property line of the siteiliNd a

large porion of thestream is piped along the northerly property line and currently being
replaced/upgraded by the adjacent property owner to the north for better conveyance.

Downstream Analysis

A downstream analysis was providedJsssearrell, P.E. of Wesern Enginers&
Surveyors Ing on November6, 2(20. Weathemwaspartly clouds with a temperature
arounds0 degrees.

Project contains two separate drainage basins. Basin A, which consists of the northerly
and easterly portions of the séad Basin B with consiss of the southwestern portion

of the site. Refer to below for downstream paths from each Iiesiier to the following
pages for basin map depiction and downstream mapping.

Basin A

Runoff from Basin A appears to flow easterl\tltie rear areaf the sie along with

northerly towards the northerly property line. As runoff reaches the easterly and
northerly property lines of the site, it drains into a stream which travels northerly through
the back half of the site and westerlgrag the norther border vhere it drains into the
existing storm system on Cyrus Way near the northwestern corner of the site. From

there, runoff continues northerly for appr
Cyrus Way and outlets into a smavine locatedn the norwesterly area of 12230
Cyrus Way.

From the northwestern area of 1P23yrus Way, the runoff continues westerly through
forested areas where it eventually turns south and connecRiénio Point Creek
approximately 0.75 miledownstream othe site As Picnic Point Creek is the closest
receiving body of water naufther downstream analysisrisquired .Note that due to
limited access, visual inspection of stream area could not be made. Downstream
description based on aerialda@ity stormwaer mapping

BasinB

Runoff from Basin B appears to flow westerly towards Cyrus Way where it enters into
the existing storm system along the north side of the road. From there, runoff flows
southeasterly along the north sidelo# road for approximae450 6 re itarns
southwest under Cyrus Way and enters into the propertypd6E¥ergreen Dr. From
there, runoff continues westerly through the property and outlets into a drainage swale
located in the rear portion of 125Rthrbour Reach DiIRunofffrom the svale is then
conveyed into an underground storm pipe which travels northwesterly and westerly for
approximately 1,0006 where it then crosses
open ditch area directly west of H@ur Reach Dr. From ¢&he, the rmoff continues
southerly and westerly where it meets up with the downstream path from Basin A
approximately 0.75 miles downstream from the site.
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DOWNSTREAM AND
AERIAL MAPS
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DOWNSTREAM AND PHOTO MAP
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DOWNSTREAM
PHOTOGRAPHS
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PHOTO 2:

Figure to the Right:
Looking north along Cyrs
Way & the proposed flow

BASIN A DOWNSTREAM

PHOTO 1:
Figure to the Left:

Looking easterly at the open
stream in the southwest corne
of the site

PHOTOGRAPHS
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BASIN B DOWNSTREAM PHOTO GRAPHS
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PHOTO 3.

Figure Above:

Looking easterly at the open
stream in the southwest corne
of the site

PHOTO 4:

Figure Above

Looking north along Cyrus
Way at the proposedadiiv
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